24161 Universal-Boxenwandhalter

Kurzer Wandabstand, verstellbar in Neigung und Richtung, Tragkraft: max. 15 kg, fiir vertikales und horizontales Lochbild

Aufstell- und Gebrauchsanleitung

1. Teile Boxenhalterung
(senkrechtes Lochbild)
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4. Wandhalterung befestigen

4.a
Dekor-Wandplatte anhand der vorgebohrten Lécher (2 oder 3) ausrichten

4.a.1 Zwei-Loch-Methode

4.a.2 Drei-Loch-Methode

3. Wandbefestigung vorbereiten

3.a Befestigungsart bestimmen

3.a.1 Das beigestellte Schrauben/Dubel-Set eignet sich fir:
Beton, Vollstein, Lochstein, Trockenbauwand

3.a.2 Fur andere Wéande (Holz, Lehm) braucht es andere geeignete
Verankerungen

3.b Halteplatte senkrecht ausrichten und Bohrlécher markieren (zwei
Optionen):

3.b.1 Zwei-Loch-Methode

3.b.2 Drei-Loch-Methode

3.c Dlbellécher bohren
2 8 mm

Q

3.d Bohrloch ausblasen
und Duibel setzen

2x (siehe Fig.3.b.1) 3 '
3x (siehe Fig.3.b. 2)

4.b

Wandplatte zusammen mit der Dekorplatte an die Wand schrauben.
Verwenden Sie dazu je nach vorbereitetem Lochbild zwei oder drei
Verankerungen.




24161 Universal-Boxenwa

Kurzer Wandabstand, verstellbar in Neigung und Richtung, Tragkraft: max. 15 kg, fiir vertikales und horizontales Lochbild

Aufstell- und Gebrauchsanleitung

5. Befestigung des Lautsprechers
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SICHERHEITSHINWEISE

- Tragkraft max.: 15 kg

- Wéhlen Sie ein mit den 6rtlich vor-
schriftsmaBige Befestigungsmethode

- Montage durch ausgebildetes
Installationspersonal

- Montage nur an geeigneter Wand mit
entsprechendem Montagematerial
(siehe Fig.3). Setzanweisungen der
Dubelhersteller beachten.

- Ungeeignet sind Wande, die zu schwach
sind oder hinter denen Strom- und
Wasserleitungen oder dgl. verlegt sind.
Im Zweifelsfall einen qualifizierten
Fachmann zu Rate ziehen.

- Schrauben und Muttern fest anziehen
und in regelméaBigen Abstanden prifen.

- Anwendungen nur im Innenbereich.

6. Befestigung des Lautsprechers
-WAAGERECHTES Lochbild-
6.a Adapterplatte an | 6.b Adapter an den Lautsprecher

Boxenhalterung |
befestigen

schrauben. |

| 6.c Box+Halterung mit Bolzen voran in die

Hulse der Wandhalterung stecken.

.d Sichern der Boxen
durch Eindrehen der
vorher geldsten
Schraube (siehe Fig. 1)

8. Abmessungen in mm

60

ohne
Adapter-
Platte

95

Gewicht: 0,5 kg
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ALLGEMEINE SICHERHEITS-
UND MONTAGEHINWEISE

MONTAGEZUBEHOR fiir Lasten iiber Personen (z. B. Wand-, Decken- und Truss-Halterungen)

1. Allgemeine Sicherheitshinweise

Dieses Montagezubehor darf ausschlieBlich montiert und verwendet werden:

- von sachkundigem, mit den einschlagigen Vorschriften vertrautem Fachpersonal,

- gemanB den ortlichen und staatlichen Vorschriften sowie den berufsgenossenschaftlichen Vorschriften

- wie in der Montageanleitung (=Aufstell- und Bedienungsanleitung) beschrieben,

- nach erfolgter fehlerfreier Funktions- u. Sichtprifung (Vollstéandigkeit, Betriebssicherheit; insbesondere ist zu achten auf: Verformungen, Kerben, Risse,
Verschlei3, Schaden an Gewinden; Korrosion und Lesbarkeit von Kennzeichnungen),

- ohne Anderung oder Bearbeitung der Komponenten,

- im Innenbereich (nicht in Feuchtrdumen).

2. Allgemeine Montagehinweise

- Montage von sachkundigem Personal durchfuhren lassen.

- Je nach Beschaffenheit der Wande/Decken sowie der Belastungsart sind Befestigungsmittel in geeigneter Bauart und ausreichender Dimensionierung
zu verwenden.

- Berlcksichtigen Sie insbesondere die verminderte Tragfahigkeit von Wand- und Deckenverkleidungen sowie von Vorsatz- und Dammverschalungen.

- Fur alle Verschraubungen sind die angegebenen Anzugsmomente unbedingt einzuhalten. Falls nichts angegeben ist gelten die maximalen
Anzugsmomente flr die jeweilige Verschraubung.

3. SicherungsmaBnahmen
Boxensysteme sind im Bereich von Biihnen oder Studios gegen Herabfallen zu sichern. Zweierlei wird unterschieden:

1. Ortsveranderliche Montage (z.B. geflogene Lautsprecher, Montage mittels C-Haken an Traversen, von Hand I6sbare Befestigungselemente)
erfordert am Gerat ein zweites, unabhangig wirkendes Sicherungselement.

2. Ortsfeste Montage ermdéglicht es, auf das zweite Sicherungselement zu verzichten, wenn die Befestigung ausreichend bemessen,
nur mit Werkzeug zu 16sen sowie gegen Selbstlockern gesichert ist.
Wir empfehlen lhnen trotzdem ein zweites Sicherungselement zu verwenden.

4. Sicherheitsfaktoren

Befestigungsmittel von Lautsprecherboxen sind sicherheitsrelevante Teile, welche im Falle eines Versagens Leben und Gesundheit von Menschen
gefahrden kénnen. Je nach Verwendungsland des Artikels sind die landerspezifischen Normen und Richtlinien fir den Bereich ,Lautsprecher”
einzuhalten bzw. zu beachten.

5. Prifung und Wartung

Das Halten von Lasten liber Publikum ist h6chst sicherheitsrelevant und erfordert ein entsprechendes Bewusstsein der méglichen Geféahrdung. Die

sicherheitstechnische Uberpriifung des Montagezubehérs ist unumganglich. Werden an Zubehérteilen Schaden und/oder Fehlfunktionen festgestellt,

darf das Produkt erst nach vollstandiger Instandsetzung wieder benutzt werden.

- Zunéchst ist vor jeder Inbetriebnahme eine Sicht- und Funktionsprifung durchzufiihren, wobei insbesondere auf Verformungen, Risse, Verschleif,
Korrosion, fehlerfreie Funktion und die Lesbarkeit von Kennzeichnungen zu achten ist.

- Empfohlen und zudem in vielen Staaten vorgeschrieben ist eine regelméaBige Uberpriifung von Befestigungs- und Zubehérteilen. Wir empfehlen eine
jahrliche Sichtpriifung durch sachkundiges Fachpersonal sowie zusatzlich eine eingehende Priifung durch einen amtlichen Sachverstandigen im
Abstand von vier Jahren.

- Dringend empfehlen wir das Fuhren eines Prifbuches. In diesem werden alle Zubehdrteile mit inren Daten der wiederkehrenden Prifung eingetragen
wo sie jederzeit fur evil. Kontrollen einzusehen sind.

KONIG & MEYER GmbH & Co. KG
Kiesweg 2, 97877 Wertheim, www.k-m.de
Rev.02 03-80-900-00 7/20



24161 Universal speaker wall mount

Compact, adjustable direction and angle, max. load: 15 kg, for vertical & horizontal speaker hole pattern

Instruction Manual

Speaker holder
(vertical)
with wall plate
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1. Equipment

Speaker holder
adaptor plate
(horizontal)

Decorative
wall plate

2. Separate speaker holder
from wall plate
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4. Wall mount fastening

4.a
Adjust decorative plate according to the drilled two-or-three-hole-pattern

4.a.1 Two-hole-pattern

4.a.2 Three-hole-pattern

3. Wall mount preparation

3.a Determine wall fastening
3.a.1 Provided screw/dowel set is suitable for:
concrete, full brick, perforated brick & drywall
3.a.2 For other walls like wood, adobe etc. use adequate anchors

3.b  Adjust wall plate vertically and mark drilling holes (two options):

3.b.1 Two-hole-pattern

3.b.2 Three-hole-pattern

§s

3.c Dirill anchor holes for two or
three hole pattern: - dia. 8 mm

Q

3.d Blow out holes and
place anchors

2x (see Fig.3.b.1
3x (see Fig.3.b.2

4.b
Screw the wall plate along with the decorative plate to the wall. Use two
or three screws depending on the prepared hole pattern.




24161 Universal speaker

Compact, adjustable direction and angle, max. load: 15 kg, for vertical & horizontal speaker hole pattern

Instruction Manual

5. Speaker installation

-VERTICAL hole pattern-
| 5.b Place the bolt of the speaker

5.a e PN plate (with mounted speaker) in-
Screw speaker plateﬁ i "> _to wall bracket,
to the speaker N o

(¢

w/MB-screwing \

R

™~

7~

ey

5.c

wall plate by tightening
lower bolted assembly
(see Fig.1)

Ll

!
) AN
Fix speaker bracket and 7.a TILT ANGLE

wall mount

7. Settings (speaker-based)

= 7.a.1 Tilting marks

(no latching)

7.b DIRECTION

Pivoting attachment
around vertical axis
(110° = +/- 55°) ) |

Continuously adjustable
tilting angles: -up to ~45° -
down to ~25°, fix both lateral
allen screws (AF5 mm).

Pivoting mark displays

centric adjustment /
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SAFETY NOTES

- Max. load capacity: 15 kg

- Choose a position and mounting
method compliant with local building
codes and regulations

- For use only by trained installers

- For use only at proper walls with
adequate anchors
Not suitable are fragile walls.
Beware of power supply lines and
water conduits.
In case ask an expert.

- Inspect bolted assemblies periodly

- For indoor use only

6. Speaker installation
-HORIZONTAL hole pattern-

6.a Mount adaptor to
speaker plate
w/M6-nuts

| 6.b Mount adaptor plate to the
speaker w/m6-screwing

90° (no latching)
8. Dimensions in mm

| 6.c Place the bolt of the speaker plate
| (with mounted speaker) into wall bracket

I 6.d Fix speaker bracket
and wall plate by
tightening lower bolted
assembly

NI L

O,

2

Weight: 0,5 kg
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GENERAL SAFETY AND
ASSEMBLY INSTRUCTIONS

MOUNTING ACCESSORIES for overhead installations (e.g. wall, ceiling and truss mounts)

1. General safety instructions

These mounting accessories may only be mounted and used:

- by qualified personnel familiar with the relevant regulations,

- in accordance with local and state regulations and the regulations for occupational insurance schemes

- as described in the assembly instructions (=installation and operating instructions),

- after a fault-free functional and visual inspection (completeness, operational safety; special attention must be paid to deformations, notches, cracks,
wear, damage to threads; corrosion and legibility of markings),

- without changing or processing the components,

- indoors (not in damp rooms).

2. General installation instructions

- The installation should be carried out by qualified personnel.

- Depending on the nature of the walls/ceilings and the type of load, fasteners of suitable design and sufficient dimensions must be used.

- In particular take into account the reduced load-bearing capacity of wall and ceiling coverings, facing plywood and insulation panelling.

- The specified tightening torques must be observed for all screw connections. If nothing is specified, the maximum tightening torques for the respective
screw connection apply.

3. Safety measures
Box systems must be secured against falling down in the area of stages or studios. A distinction is made between two types of protection:

1. Mobile installation (e.g. flying speakers, installation using C-hooks on trusses, manually detachable fastening elements) requires a second,
independently acting safety element on the unit.

2. Stationary mounting allows the second securing element to be dispensed with if the fastening is sufficiently dimensioned and can only be detached
with tools plus being protected against self-loosening.
Nevertheless, we recommend using a second securing element.

4. Safety factors
Fasteners of loudspeaker boxes are safety-relevant parts that can endanger life and health of people in case of failure. Depending on the country in
which the article is used, the country-specific standards and guidelines for the sector "loudspeakers" must be observed respectively followed.

5. Inspection and maintenance

Overhead mounting is highly security relevant and requires an appropriate awareness of the potential danger. A safety inspection of the mounting

accessories is essential. If damage and/or malfunctions are found on accessories, the product must not be used again until it has been completely

overhauled.

- First of all, a visual and functional check must be carried out before initial operation, paying particular attention to deformations, cracks, wear,
corrosion, fault-free functioning and the legibility of markings.

- Aregular inspection of fastening and accessory parts is recommended and also mandatory in many countries. We recommend an annual visual
inspection by qualified personnel and additionally a detailed inspection by an official expert every four years.

- We urgently recommend keeping an inspection logbook for the recurring tests where all accessories are entered together with their data and where
they can be viewed at any time for possible inspections.

KONIG & MEYER GmbH & Co. KG
Kiesweg 2, 97877 Wertheim, www.k-m.de
Rev.02 03-80-900-00 7/20




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


